P K 3 TOPLU MOTORLU PROFiIL & BORU KIVIRMA MAKINELERI
3 ROLLS MOTORISED SECTION & PIPE BENDING MACHINES
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PK 40 /PK35/PK30 [ .

TEKNIK OZELLIKLER VE
STANDART DONANIM
+ Celik gbvde

+ 2 altvals topu zincir disli sistemle tahrik edilmistir
Reduktérden direkt disli sistemi ile tahrik edilmistir
Ust mil bosta hareket etmektedir

+ Vals toplari sertlestirilmistir

+ Vals milleri 6zel gelikten Uretilmis, sertlestiriimis ve
taslanmistir el

+ Ayarlanabilir yan dayamalar |

+ Yatay ve dikey ¢alisma poziyonu

0ZEL DONANIM

Boru bukme vals toplari

Ozel profil bikme valsleri
Kosebent bikme valsleri
Dijital gosterge

Ozel kosebent yan dayamalar

> Yatay Calisma Pozisyonu
» Horizontal Working Position

~ TECHNICAL SPECIFICATIONSAND ™
“* STANDARD ACCESSORIES

Sheet frame
2 bottom rolls are powered
Direct drive power
+ Top rollisidle (Free rotation)
Hardened rolls
Hardened shafts from special steel material
Standard rolls
+ Adjustable guide rolls
Horizontal and vertical working position

=¥ OPTIONAL EQUIPMENTS

Pipe/Tube bending rolls i
Profile bending rolls
+ Angle bending rolls
Digital Read-Out
Optional lateral angle guides

» Yatay Calisma Pozisyonu
» Horizontal Working Position

=~ P Yatay Calisma Pozisyonu
» Horizontal Working Position

MODEL PK 30 PK35 PK40
Vals milleri capr Shaft diameters @mm 30 50 40
Alt vals topu ¢apl Bottom shaft dia.| @mm 118 155 138
P.\\_ Ust vals topu ¢api Upper shaft dia. | @mm 148 155 138
i Galisma hizi Working speed m/min 2-4 4,5 6
Motor guci  Motor power kW/V | 0,7-0,85/380 | 1,5/380 | 1,1/380
Uzunluk Length mm 600 900 750
Geniglik Width mm 800 1355 600
Yikseklik Height mm 1450 1400 1400
Agirlik - Weight kg 220 400 230
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